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Abstract

Porous grass-covered parking surfaces can reduce the quantity of urban storm water runoff and filter out
potentidly harmful chemicas. The objective of this sudy was to develop porous structurd soils that
promoted and sustained healthy turfgrass growth and aso reduced the effects of contaminated pavement
runoff. The basc medium for al soils was a 50:50 mixture of expanded shale and sand. The expanded shde
component consisted of: 1) alarge diameter particle (3 to 6 mm), 2) asmall diameter particle (1 to 3 mm),
or 3) a50:50 mixture of the two. The basic blends were mixed with 0, 10, and 20% peat moss (v/v) and 0,
10, and 20% zeolites (v/v) and placed in 15-cm pots in a greenhouse. Bermudagrass plugs were planted in
each pot. Grass growth was evauated to determine which mixtures promoted establishment of vigorous turf.
When added d one to the sand/expanded shae medium, peat moss increased bermudagrass growth and also
improved plant response to added fertilizer, but the effect diminished in the absence of regular fertilization.
Zeolites had no significant effect on plant growth in the absence of peat moss. Growing mediums that
contained both 10-20% peat moss and 10-20% zeolites consistently produced more bermudagrass biomass
than the unamended sand/expanded shae mixture. Changing the ratio of smdl to large diameter expanded
shaein the basic medium did not affect bermudagrassyield. Very low amounts of Cd, Cu, Pb, and Zn were
recovered in leachate after the addition of 10 mg meta per pot, suggesting that most heavy metals (>99%)
were retained in the growing medium.

I ntroduction

Urban areas are increasingly covered by impermeable parking surfaces that contribute to greater quantities
and intengties of ssorm water runoff with eevated concentrations of particulates, heavy metas, and organic
chemicals (Barrett et d., 1998; Harrison and Wilson, 1985; Morrison et d., 1984; Stotz, 1987). For
example, the Elm Fork Branch of the Trinity River, which passes through the Dallas metroplex, was
included in the Texas 1998 Clean Water Act list of impaired water bodies due to €evated concentrations of
dissolved lead. Paved and rooftop surfaces aso contribute to an increasing trend in nighttime surface
temperatures (Gaffen and Ross, 1999). Data from the Urban Heat Idand Filot Project, ajoint
USEPA/NASA venture, showed that surface temperatures of paved surfaces and rooftops was much higher
than the air temperature (111°F vs. 85°F), whereas vegetated areas had lower surface temperatures (83°F)
(Johnson, 1999; Lo et d., 1997).

Urban water quaity could be improved by increasing the amount of vegetated surfaces within the urban
limits. Use of drategicaly postioned grass-covered permesble surfaces for intermittent parking would
decrease the amount of impermeable surfaces in the urban environment and potentialy decrease the quantity
and pollutant load of runoff water. When runoff water from impermeable pavement passes over a
permesable surface, the concentration of pollutantsis reduced (Legret et a., 1996; Pratt, 1989; Stotz and
Krauth, 1994). Use of grass-covered permeable surfaces for intermittent parking would decrease the
amount of impermesble surfaces in the urban environment and decrease the quantity and pollutant load of
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runoff water (Barrett et d., 1998). In addition to improving runoff water quality, vegetated surface will hep
reduce urban heat buildup (Johnson, 1999; Lo et a., 1997).

The objective of our study was to evaluate combinations of expanded shale, sand, peat moss and zeolites as
growing mediums for turfgrass. We aso evauated the ability of each mixture to remove heavy metds and
phosphorus from contaminated runoff water.

Materials and M ethods
Porous Pavement Mixes

Table 1 showstheingredients in each of the nine porous pavement mixes evauated in this sudy. The mgjor
component of each mix (60 to 100% by volume) was a base blend that contained 50% greens-grade sand
plus 50% of aequa portions of smdl (1 to 3 mm) and large (3 to 6 mm) diameter expanded shde (Fig. 1A).
The greens-grade sand met the specifications for congtruction of aU.S. Golf Associaion putting green,
containing mostly medium to course grained sand (0.25 to 1.0 mm). Expanded shdeisalight-weight
porous aggregate made by heeting crushed shale to >1200 C. For seven of the nine porous pavement mixes,
amdl and large diameter expanded shale were mixed in ratios of 1:1. The eghth and ninth porous pavement
mixes were included in the sudy to determine the effect of expanded shde particle size on the porous
pavement mixes. The eighth base blend was a 50:50 mixture of sand plus small diameter (1 to 3 mm)
expanded shde, whereas the ninth was a 50:50 mixture of sand and large diameter (3 to 6 mm) expanded
shde.

Table 1. List of ingredients in the base blend of each porous pavement mixture plus the content of peat
moss and zeolites added to each base blend.

Mix No. Base Blend Peat Moss Zeolites
1 50/50 Small/Large diameter shale + 50% Sand 0 0
2 50/50 Small/Large diameter shale + 50% Sand 10 0
3 50/50 Small/Large diameter shale + 50% Sand 20 0
4 50/50 Small/Large diameter shale + 50% Sand 0 10
5 50/50 Small/Large diameter shale + 50% Sand 0 20
6 50/50 Small/Large diameter shale + 50% Sand 10 10
7 50/50 Small/Large diameter shale + 50% Sand 20 20
8 50% 100LS + 50% Sand 10 10
9 50% 100SS + 50% Sand 10 10

Sphagnum peat mossiis partidly decomposed sphagnum mass harvested from pegt bogs found mostly in
Canada. Peat moss was added to the porous pavement mixes to improve water holding capacity and to
provide a source or organic matter for promoting biologica activity. Sphagnum peat moss was added to
some of the base blends at rates of 0, 10, and 20% by volume.

Natural zeolites are duminoglicate minerals with a unique interconnecting crystal lattice structure that gives
them alarge interna surface areaand a very high cation exchange capacity. We added zeolites from New
Mexico to the porous pavement blends for two reasons. Firgt, we thought they would help retain fertilizer
nutrients in the porous pavement mixtures so that the mixes would need less frequent fertilization. Second,
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we thought zeolites would absorb heavy metals from contaminated urban runoff weter as it percolated
through the porous pavement. Zeolites were added to the base blends at rates of 0, 10, and 20% by volume.

The various porous pavement mixes were chosen so that we could test the effect of peat moss and zeolites
aone or in combination with each other. Mixes 2 and 3 showed the effects of peat moss, mixes 4 and 5 the
effects of zeolites, and mixes 6 and 7 the effects of the combined ingredients. A comparison of mixes 8 and
9 showed the effect of expanded shale particle size.

e
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Figure 1. (A) Base blend for porous pavement mixes consisting of 50% sand plus 50% of equd
portions of smal (1-3 mm) and large (3-6 mm) expanded shae; and (B) bermuda grass growing
on the base blend in 5-in pots.

Physical Properties

A portion of each porous pavement mix was used to determine bulk density and approximate water holding
capacity. Each porous pavement mix was placed ina 1 L polyvinyl chloride leaching column of known
volume and saturated with water for a period of 24 hours. Then excess water was drained from the porous
pavement mix for 24 hours prior to measuring the wet weight. The mixes were then dried at 105°C for 48
hours before measuring the dry weight. Water holding capacity (equivadent to soil field capacity) was
caculated on avolumetric bass using avaue of 1 g/mL for water. Bulk densty was equd to the oven-dry
weight divided by the volume of porous pavement mix.

Grass growth

The porous pavement blends were placed in greenhouse pots measuring gpproximately 12.5 cm height by 10
cm depth. Bermudagrass sprigs (Cynodon dactylon [L.]) were collected from bermudagrass plots on native
soil. Sprigs were washed to remove soil prior to planting 3-4 sprigsin each porous pavement pots. During
the first 2 weeks after planting the sprigs, each pot received three gpplications of soluble 20-20- 20 fertilizer
for atotal N, P, and K rate of 0.48, 0.21, and 0.40 g/pot, respectively. After grass was established (Fig. 1B),
each pot was periodically fertilized (gpproximately every 200 to 260 days) with a dow-release form of 18-6-
12 fertilizer at arate of 1.08, 0.16, and 0.60 g/pot of N, P, and K, respectively. Pots were maintained in a
greenhouse environment most of the time, but were periodically moved outdoors when mealy bugs
(Pseudococcus Spp.) became a problem. Growth rates varied depending on the time of year and time after
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fertilizer gpplication. Grasstissue was clipped to a 3.8 cm height whenever necessary. Clippings were oven
dried at 65°C and weighed to determine biomass production.

Heavy metal and phosphorus leaching

After grass was well established on each pot, 10 mL of an agueous solution containing 250 g each of Cd,
Cu, Pb, and Zn was added to the top of each pot. Pots were then leached with 250 mL of deionized water at
1, 3, 7, and 14 days after metd addition. The leachate volume was measured, filtered through amedium
grade filter paper, and analyzed for Cd, Cu, Pb, and Zn content by atomic absorption spectroscopy. In most
cases, the concentration of these heavy metas was below detection limits of the instrument. Therefore,
another 750 g of the same heavy metals was added to the top of each pot and the pots were leached with
375 mL deionized water 5 days after metal addition. Heavy metd concentrations were still very low, so two
months later we added 10 mg each of Cd, Cu, Pb and Zn to each pot and |eached them with 375 mL
deionized water at 1 and 4 days after metal addition. In al cases, leachate volume was measured and filtered
prior to subsequent andlyses. To determine the effect of the porous pavement mixes on absorption of heavy
metals, we caculated the cumulative amount of heavy metas leached from each pot following the three
additions of heavy metds. The cumulative amount was caculated by summing the product of leechate
volume and heavy metd concentretion for al the leaching events. However, since we did not collect

leachate every time we added water to the porous pavement mixes, the cumulative vaues should be
interpreted as quditative measurements rather than the total flux of heavy metas leached from the porous
pavement mixes.

Ancther purpose for collecting leachate was to determine the fate of fertilizer P added to the porous
pavement mixes. An diquot of the same leachate sample andyzed for heavy metals was aso andyzed for
dissolved inorganic P content. Inorganic P was determined using the colorimetric method of Olsen and
Sommers (1982). Inorganic P measurements should aso be interpreted as a quditative indicator of the
ability of the porous pavement mixesto absorb P. Leachate P data was interpreted by considering the
number of days the leachate was collected after the last gpplication of fertilizer.

Results and Discussion
Physical properties

For each physicd property, the nine porous pavement treatment means are presented in asingle bar graph.
However, the datawill discussed in terms of how each specific variable (peat moss content, zeolites content,
or expanded shde particle Sze) affected the physical property of interest. Mogt treatment means were
compared to the smplest porous pavement mix that contained only the base blend without peat maoss or
zeolites. In the following bar graphs (Figs. 1, 2, and 3), the control treatment is the bar furthest to the left
(Mix No. 1) with the other mixes located by increasing mix number (Table 1) to theright. For Satistical
purposes, the means for dl nine trestments were compared smultaneoudy using Duncan’s multiple range
test. Ingenerd, sgnificant differences among trestment means were easily discerned for al physica
properties due to alow degree of variahility in the data.

Bulk density

Peat moss was the ingredient that had the greatest effect on soil bulk density (Fig. 2). When added at a 10%
rate (v/v), peat moss was no different that the base blend (Mix No. 2 vs. 1), but a 20% addition of peat moss
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(Mix No. 3) significantly decreased bulk dengty. Peat mossis an organic material with alower bulk densty
than minerd materials such as soil and expanded shae (Sloan, et d. 2002) Therefore, replacement of the
expanded shae/sand base blend by peat moss in the porous pavement mix caused the bulk dengty to
decrease. On the other hand, zeolites have ahigher bulk density than expanded shde, which comprised
50% of the base blend, so addition of zeolites to the porous pavement mixes caused the bulk dengty to
increase (Mixes4 and 5 vs. 1). Addition of 10% peat maoss and 10% zeolites did not sSgnificantly change
bulk density of the porous pavement mix (Mix No. 6 vs. 1), probably because the addition of one negated
the effect of the other. Therefore, it was somewhat unexpected to see that the porous pavement mix with the
lowest bulk density was the blend that contained 20% peat moss and 20% zeolites (Mix No. 7 vs. 1). Witha
20% addition of each of these ingredients, the base blend comprised only 60% of the porous pavement mix.
In redity, we did not measure the find volume of the porous pavement mix after we blended the

ingredients. The ingredients probably combined in such away that there was alooser arrangement of
individud partidesin the find mix, especidly the heavier expanded shale and sand particles.  Expanded
shae particle size had no effect on bulk density of the porous pavement mix (Mix No. 8 vs. 9). Thebulk
densities for al porous pavement mixes ranged from 1.0 to 1.4 g/cn?, which suggested there would be no
impediment to root growth.
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Figure 2. Effect of peat moss and zeolites content or expanded shale particle size on the bulk
density of porous pavement blends.

Water Holding Capacity

Water holding capacity of the porous pavement mixes is equivaent to soil field capacity because it isthe
amount of water retained in the mix after al excesswater has drained gravimetricaly. Both the 10% and
20% additions of peat mossincreased the water holding capacity of the base blend (Fig. 3) (Mixes2 and 3
vs. 1). The 20% addition of zedlites (v/v) aso increased water holding capacity of the base blend (Mix No.
5vs. 1), but not the 10% addition (Mix No. 4 vs. 1). However, theincrease in water holding capacity due to
zeolites was not as greet as the increase due to peat moss (Mix No. 5 vs. 3). Nus and Brauen (1991) found
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that sand amended with 10 to 20% peat moss retained more moisture than sand amended with equal
amounts of natural zeolites. Mix No. 7, which contained 20% peat moss and 20% zeolites, exhibited the
highest water holding capacity rdative to dl other porous pavement blends. Thisis consstent with the low
bulk dengty for the same mix (Fig. 2). Apparently a combination of 20% peat moss and 20% zeolites has a
greater potentid to retain water than a 20% addition of elther ingredient done. Once again, it is probably
related to the physical arrangement of peat moss and zeolites with the expanded shae/sand base blend.
Expanded shde particle sze had asmdl but gatidticadly sgnificant effect on water holding capacity of the
porous pavement mix. The porous pavement mix that used only smal diameter (1 to 3 mm) expanded shae
in the base blend had a higher water holding capacity than the mix that used only large diameter (3 to 6 mm)
expanded shde (Mix No. 8 vs. 9). Thisiscondstent with the effect of particle Sze on water holding
cgpacity of naturd soils.

50
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Figure 3. Effect of peat moss and zeolites content or expanded shale particle size on the water
holding capacity of porous pavement blends.

Grass Growth

Bermudagrass clippings were collected twenty two times during a 26-month period. After 15 dlippings, we
noticed the pots were infected with medly bugs (Pseudococcus Sop.), so we clipped the bermudagrass to the
crown level. Mealy bugs continued to be a problem, so after the nineteenth harvest, porous pavement pots
were moved outside the greenhouse. Bermudagrass was clipped at intervals ranging from 14 to 65 days,
depending on the rate of growth. Since we were interested in the long term ability of the porous pavement
blends to sustain plant growth, we caculated the cumulative clipping weights per pot (Table 2). Peat moss
was the only ingredient that significantly increased bermudagrass dipping weights compared to the
unamended base blend. Zeolites had no effect on bermudagrass growth when added to the base blend adone
or with peat moss.

Fertility was the main factor controlling the rate of bermudagrass growth. Bermudagrass required clipping
a 2 to 3 week intervas during the first two months after fertilization, but less frequently after that. Pots
were fertilized only five times during 26 months. Therefore, the sructural soil was probably depleted of
nutrients prior to the each fertilization. The length of time between fertilizations ranged from 200 to 260
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days. After fertilization, the structurd soil blends responded differently to the added nutrients. Those
porous pavement blends that contained peat moss or peat moss plus zeolites responded to fertilizer more
favorably than those blends that did not in terms of bermudagrass dlipping weights (data not shown). In
generd, there was no difference in bermudagrass clipping weights among the various porous pavement

blends beyond 80 to 90 days after the last fertilizer gpplication.

Table 2. Treatments 1 through 7 show the effect of peat moss and zeolite on cumulative
bermudagrass clipping rates when mixed with a 50:50 blend of small (1-3 mm) and large (3-6 mm)

diameter expanded shale at rates of 10 and 20% (based on volume). Treatments 8 and 9 show

the effect of expanded shale diameter on cumulative bermudagrass clipping weights.

Peat Cumulative
Moss Zeolite Clipping
TrtNo Base Blend' Content Content Weights SD
(%) (%) (9/pot)
1 50/50 0 0 91.7 17.0
2 50/50 10 0 98.7 9.8
3 50/50 20 0 107.9 9.0
Linear effect of peat moss *x
4 50/50 0 10 100.9 18.0
5 50/50 0 20 95.1 135
Linear effect of zeolites NS
6 50/50 10 10 106.2 9.1
7 50/50 20 20 116.9 20.6
Linear effect of combined peat moss and zeolites *x
8 100SSh 10 10 110.3 6.2
9 100LSh 10 10 106.3 12.0
Linear effect of expanded shale diameter NS

NS, ** Not significant and significant at the 0.05 level of probability, respectively.
T Base blends were mixed in a 50:50 ratio with sand before mixing with the other ingredients.
T Standard deviation of the treatment mean.

L eachate Chemistry

L eachate was not collected continuoudy throughout the study, but rather a specific timesin relaion to the
addition of heavy metasto the pots. We generdly collected leachate for severa days after heavy metds
were added. The leachate was andlyzed for heavy metas (Cd, Pb, and Zn) and inorganic phosphorus.
Additiona leachate was periodicaly collected to assess the effect of fertilization on inorganic P
concentration and other nutrients (data not shown). Since we did not collect al leachate from the porous
pavement mixes, we cannot cal culate a mass baance for the heavy metals and nutrients added to the pots.
However, the leachate data is a good indicator of the effect of the porous pavement ingredients on the
leaching loss of potentia environmenta pollutants.
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Heavy metals

Our hypothesis was that the addition of zedlites to the porous pavement mixes would increase their ability to
remove heavy metds from contaminated runoff water. The results shown in Figure 4 for Cd, Pb, and Zn are
somewhat inconclusve. In most cases, the concentrations of heavy metas in the leachate waters were very
close to the analytical detection limits. Thisintroduced a high degree of variability in the data.and made it
more difficult to discern sgnificant differences among porous pavement mixes. In the case of Cd, neither
zeolites nor peat moss affected the amount of Cd in leachate relative to the unamended base blend (Mix
Nos. 210 7 vs. Mix No. 1). For some reason, the two porous pavement mixes that contained only small or
large expanded shde in the base blend (Mix Nos. 8 and 9) resulted in significantly higher Cd concentrations
in the leechate water. The reason for thisis unclear, but it could be related to the physical arrangement of
particles in the porous pavement blend. The results for Zn were very smilar to those for Cd. Essentidly,
peat moss and zeolites did not affect the amount of Zn in leachate water, either when gpplied adone or
together. Only expanded shde particle Sze affected the amount of Zn. Both smdl and large diameter
expanded shde increased leachate Zn when they were the only form of expanded shde in the base blend.
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Figure 4. Concentrations of Cd, Pb, and Zn in leachate from the porous pavement mixes after
applying 10 mg of each heavy metd to the top of each pot.

Lead was the only heavy meta that appeared to be affected by the presence of zeolitesin the porous
pavement mix (Fig. 4). Leachate from porous pavement mixes that contained 10% and 20% zeolites
without peat moss (Mix Nos. 4 and 5) contained significantly lower concentrations of Pb than the
unamended base blend (Mix No. 1). Leachate from the porous pavement mix that contained both 10% pesat
maoss and 10% zeolites (Mix No. 6) aso had lower levels of Pb than the unamended base blend, but not the
mix that contained 20% of both ingredients (Mix No. 7).
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In generd, the effect of zeolites on heavy meta remova from leachate water is il unclear based on the
results of this study. Zeolites have been used to successfully remove heavy metas from wastewater

(Ibrahim et d., 2002), so it islogicd to expect them to remove heavy metds from contaminated runoff

water. However, there is a high degree of variahility in the properties of natura zeolites (Mumpton, 1999),
S0 some zeolites sources may be better than others. In our study, the failure to see definite effects due to the
incluson of zeolitesin the porous pavement mixes was probably due to a combination of two factors. Firgt,
the amount of zeolites added to the porous pavement blends may have been indggnificant compared to the
overadl porous pavement matrix, and second, the amount of heavy metals added to the top of each column
was very low.

Phosphorus

Grass growing on porous pavement would require periodic fertilization in order to maintain heglthy growth.
Fertilizer nutrients, especidly phosphorus, can be environmenta contaminants when present in runoff or
drainage water at high concentrations. For that reason, we looked a phosphorus concentrations in leachate
water, particularly in reation to when the fertilizer was gpplied. Table 2 shows concentrations of P in the
leachate from each porous pavement blend at times ranging from 5 to 254 days after fertilization. From5to
97 days after fertilization, there was asignificant difference among porous pavement mixesin the levels of

P in leachate water. Peat moss was the ingredient that had the greatest effect on P leaching. Leachate P
concentrations increased with the amount of peat moss in the porous pavement mix. Zeolite content and
expanded shde particle Size had little effect on the amount of P leached from the porous pavement mix.
Time after fertilization dso had a sgnificant effect on the amount of P leached. The amount of P leached
decreased with time and by 162 days after fertilizer gpplication, there was no significant difference among
the porous pavement blends. In generd, inorganic P concentrations were relatively low in the porous
pavement |leachate, suggesting that most of the fertilizer P remained in the porous pavement matrix or was
removed by grass. Soan et d. (2000) found that expanded shale has a rdativey high capacity to adsorb
fertilizer P.

Table 3. Effect of porous pavement ingredients and days after last fertilization application on the P
concentration in leachate water.

Leachate P Concentration

Base Peat Days after last fertilizer application
Mix No. Blend Moss Zeo 5 18 40 97 162 254
(%) (%) (mg/L)
1 50/50 0 0 0.192 0.162 0.181 0.447 0.243 0.473
2 50/50 10 0 0.244 0.115 0.141 0.129 0.278 0.483
3 50/50 20 0 0.435 0.316 0.377 0.242 0.425 0.563
4 50/50 0 10 0.274 0.090 0.163 0.198 0.385 0.513
5 50/50 0 20 0.414 0.225 0.295 0.416 0.427 0.494
6 50/50 10 10 0.333 0.149 0.337 0.166 0.306 0.613
7 50/50 20 20 1.203 0.491 0.481 0.658 0.434 0.467
8 100LS 10 10 1.299 0.468 0.403 0.353 0.419 0.652
9 100SS 10 10 0.856 0.191 0.285 0.061 0.220 0.719
LsD' 0.274 0.134 0.188 0.263 0.182 0.184
p_leveli *%k%k *k% *% *%k% NS ns

T Least significant difference between treatment means.
t Level of significance.
ns, **, *** Not significant or significant at the 0.01 and 0.001 level of probability, respectively.
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Conclusions

Our study evaluated the ability of 9 porous pavement mixtures to maintain hedthy grass growth and to
remove potentia contaminants from urban runoff water. Sphagnum peat moss provided the grestest
benefits to plant growth but had little effect on the ahility of the porous pavement blends to remove
contaminants from polluted runoff. Zeolites provided little benefit to plant growth, but showed some
potentia to remove heavy metas from runoff water. Further testing is needed with higher concentrations of
heavy metds. The expanded shae particle Szes tested in this study had no effect on grass growth and there
was not effect of particle Size on the amount of heavy metasleached. Field scaetesting of the porous
pavement mixes is needed in order to evauate their performance under actud environmenta conditions and
to begin to develop best management practices for turfgrass growing on porous pavement surfaces. Since
the porous pavement blends are proposed as temporary parking surfaces, engineering tests are needed to
determine load-bearing srengths as it relates to the handling of vehicular weights.
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